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250W 2450MHz

Microwave generator module for the Industrial, Scientific
and Medical sectors.

Technical Characteristics

Output Power 250Wcw Control Port pinout

Technology LDMOS Solid State 1412108 6 4 2
e ||
Output Connector N Female FFH_I_H_I' EIBIENE
ITRIERRIQIE

Output Impedance 50 Ohm
Frequency 2450MHz +10kHz (2400 - 2500MHz step 2MHz optional)
Power Supply +5V (250mA), +30Vdc (max current 16.7A)

1N 9 76 31

Efficienc 509 1 | Output Pwr (out) |0-5V
- y % 3 | Reflected Pwr (out)| 0 - 5V
Readings Forward Power, Reflected Power, Temperature 5 | ON/OFF (in) Open-ON/0V-OFF
. 7 |VDrive 30V (max 1A)
Control Signals ON/OFF, Output Power 9 TNot used Lsave It open
Control Connector IDC - 14 poles 11 | Not used Leave it open
. 13 [ Not used Leave it
Power Supply Connector Terminal solder o use cave T open
Protection Output circulator Ground GND

Usage CW or Pulsed Power Supply (in) | +5V (250mA)

2
4 | Temperature (out) | °C/10mV
6
8

Dimensions (LxWxH) 172x65x27mm VDrive 30V (max 1A)
. 10 | Control (in) 0-5V
Weight 800gr 12 | PLL lock (out) Unlock-0V/Lock-3.3V
14 | Frequency (in) PWM
Notes The module needs to be mounted on a heat sink
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